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profiPANEL / profiPANEL Standard
   The designer HMI enclosure.

Thanks to the combination of four basic profile depths, nine 
depth combinations can be realised – ideal for a wide range 
of installation variants. The design of profiPANEL allows the 
permanently integrated front plate to be installed almost flush 
with the edge. Cut-outs for displays, switches, and more can be 
machined to your specifications.

For those under time pressure, with low quantity requirements, or 
without the need for millimetre-level precision, the economical 
profiPANEL Standard is the ideal choice: six standard sizes based 
on the 90 mm basic profile, with a customised front plate – suitable 
for panel PCs from 7“ to 21“ and additional operating elements. 
The rear wall comes as standard with double-bit locks and hinges.

Optional: The wall bracket for profiPANEL 
is also suitable for attachment to system 
profiles.

Nine depths from 60 to 300 mm are 
available.

Internal channels suitable for M4 and 
M5 spring inserts offer a wide range of 
installation options.

Optional: Two console variants with 
depths of 60 and 90 mm leave nothing 
to be desired.
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• Standard     o Optionally available
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  PPD 60 Basic 330.060.001 60 • o o

  PPD 90 Basic 330.090.001 90 • o o

  PPD 120 Basic 330.120.001 120 • o o

  PPD 120 (Combi 60/60) 332.120.001 120  o o

  PPD 150 Basic 330.150.001 150 • o o

  PPD 150 (Combi 90/60) 332.150.001 150 o o

  PPD 180 (Combi 90/90) 332.180.001 180 o o

  PPD 180 (Combi 120/60) 332.180.004 180 o o

  PPD 210 (Combi 120/90) 332.210.004 210 o o

  PPD 210 (Combi 150/60) 332.210.001 210 o o

  PPD 240 (Combi 120/120) 332.240.004 240 o o

  PPD 240 (Combi 150/90) 332.240.001 240 o o

  PPD 270 (Combi 150/120) 332.270.001 270 o o

  PPD 300 (Combi 150/150) 332.300.001 300 o o

profiPANEL
   The designer HMI enclosure

The key product features:
•	 Enclosure material: aluminium profiles
•	 Enclosure surface: silver anodised
•	 Profile enclosure – Manufactured with milimetre 
	 precision from 150 x 150 mm to 800 x 800 mm 
•	 4 basic profiles = 9 depths from 60 to 300 mm
•	 Connection to the profiPLUS 50/70 and taraSMART 		
	 suspension systems
•	 Firmly glued aluminium front plate, silver anodised
•	 Direct access via doors with double-bit locks and 
	 hinges (standard on the longer side)
•	 Gasket: PUR 
•	 Ingress protection 
	 with double-bit locks and hinges = IP 54
	 with screwed rear wall/door = IP 65

Optional: Keyboard and mouse 
tray.

Optional: Profile handles can be 
fitted on the side or bottom of the 
enclosure.

Available: Coloured corner 
covers similar to RAL 3020, 
5017, 7035 or 9005.

Approvals:
Optional: Mounting bracket set 
for fastening support rails.

Enclosure/desk surface
Silver anodised

Front plate/desk surface
Silver anodised

Rear wall/desk surface
Silver anodised

Coloured corner covers
Thermoplast, similar to RAL 7035

Closure
Rear wall with double-bit locks and hinges

Ingress protection
Up to IP 65 / EN 60529
 

Technical data

Good to know: 

The external dimensions of profi
PANEL are min. 150 x 150 mm and 
max. 800 x 800 mm. 

When ordering, you have the option 
of specifying the front plate width and 
height, the installation dimensions of the 
panel PC or the external dimensions of 
the enclosure. 

Please also specify any desired 
accessories in your enquiry/order. 

Feel free to use our handy 
configurator at rolec.com/login.

SIMPLE ONLINE
CONFIGURATION

Ingress protection up to IP 65
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1:	Choose an enclosure size 
	 based on the planned 
	 internal mountings.

2:	Specify the desired front 
	 plate processing.

3:	Define the position of the 
	 suspension arm connection.

4:	Select the optional profile
	 handle(s). At the side or
	 below the enclosure is 
	 possible.

Ingress protection IP 54

profiPANEL Standard
   The designer HMI enclosure in standard sizes

The key product features:
•	 Enclosure material: aluminium profiles
•	 Enclosure surface: silver anodised
•	 Profile enclosure in 6 standard sizes 
	 for HMIs from 7“ to 21“
•	 90 mm enclosure depth
•	 Connection to the profiPLUS 50/70 and taraSMART 		
	 suspension systems
•	 Firmly glued aluminium front plate, silver anodised
•	 Direct access via doors with double-bit locks and 
	 hinges (standard on the longer side) 
•	 Gasket: PUR
•	 Ingress protection IP 54

Four steps to a perfectly matched, economical HMI enclosure:

Good to know: 

The internal mounting sizes for panel PCs are intended only as a guideline figure as the manufacturer‘s air circulation values also need  
to be taken into consideration.

• Standard     o Optionally available
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 PPD Standard 7” 331.090.005 90 300 x 300 mm 250 x 250 mm • o o

 PPD Standard 8”-9” 331.090.006 90 330 x 330 mm 280 x 280 mm • o o

 PPD Standard 10”-12” 331.090.001 90 400 x 400 mm 355 x 355 mm • o o

 PPD Standard 12”-15” 331.090.002 90 400 x 520 mm 355 x 475 mm • o o

 PPD Standard 15”-17” 331.090.003 90 520 x 520 mm 475 x 475 mm • o o

 PPD Standard 17”-21” 331.090.004 90 520 x 600 mm 475 x 555 mm • o o

Enclosure surface
Silver anodised

Front plate surface
Silver anodised

Rear wally surface
Silver anodised

Coloured corner covers
Thermoplast, similar to RAL 7035

Closure
Rear wall with double-bit locks and hinges

Ingress protection
IP 54 / EN 60529

Technical data

Approvals:
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multiPANEL
   The premium designer HMI enclosure.

The multiPANEL series offers maximum design freedom for a wide 
range of applications. The front of the enclosure is designed for flush 
mounting of a front plate – virtually borderless and permanently 
integrated into the enclosure.

Individual cut-outs for HMI panels, buttons, switches, connections, 
and more are part of the ROLEC service – manufactured precisely 
to customer specifications, and proudly made in Germany.

The rear wall is available in three versions:
•	 Screwed rear wall
•	 Screwed door with hinges
•	 Door with double-bit locks and hinges

Optional: The wall bracket for multiPANEL 
is also suitable for attachment to system 
profiles.

Optional: Available in any RAL colour – for 
a customised look.

Internal channels suitable for M4 and 
M5 spring inserts offer a wide range of 
installation options.

Optional: An adjustable keyboard and 
mouse tray is also available.
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profiPLUS 50 and 70 
    The designer suspension arm system – the perfect addition to profiPANEL and multiPANEL.

We have developed the premium profiPLUS suspension arm system 
in two versions: 50 and 70 – designed for light to medium loads 
and medium to heavy loads, respectively. This ensures that almost 
any application can be connected quickly and easily.

Continuous potential equalisation, compatibility with all common HMI 
panel PCs, and the patented single-screw adjustment are just a few 
of the product advantages that make profiPLUS the ideal choice.

Thanks to patented single screw adjust-
ment, the system can be aligned quickly.

Stop screws for adjustment of the 
pivoting range.

Plenty of space for HDMI, DVI, 
network connectors and more.

Comprehensive potential equilisation for 
protecting people and the machine.
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profiPLUS 50
     The designer suspension arm system

The key product features:
•	 Suspension profile material: aluminium profile, 
	 silver anodised
•	 System parts material: diecast aluminium, 
	 powder coating, RAL 7035
•	 Suitable adaptors for e.g. Beckhoff, Siemens, B&R  
	 and other panel manufacturers
•	 Many couplings come standard with pre-mounted 
	 support profiles.
•	 The perfect complement to “multiPANEL” 
	 and „profiPANEL“
•	 Comprehensive potential equalisation
•	 Possible to route connectors such as HDMI, DVI, 
	 network adaptors, etc.
•	 Integrated cable protection
•	 Gasket: Chloroprene (CR)
•	 Ingress protection IP 54

Mobile base for maximum 
versatility.

For connection to a Ø48 round 
tube: 50/48 adaptor or 50/48 
elbow coupling

The ‘smart’ joints have minimal 
fastening dimensions.

Suitable adaptors for e.g. 
Siemens, Beckhoff, B&R.
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Socket joint 142.005.000 • •
Socket joint, vertical 142.005.001 •
Smart socket joint 142.005.200 • •
Wall joint 142.010.000 • •

Wall joint, vertical 142.010.001 •

Smart wall joint 142.010.200 • •
Base 142.030.000

Mobile base 142.030.160

Intermediate joint 142.015.000 • •
Elbow 142.020.000
Coupling 142.25-.- - - • 250 - 1000 mm
Coupling N 142.27-.- - - • • 250 - 1000 mm
Panel coupling 142.23-.- - - • 250 - 1000 mm
Panel coupling N 142.30-.- - - • • 250 - 1000 mm
Desk coupling N 142.29-.- - - • • 250 - 1000 mm
Elbow coupling 142.035.000 •
Elbow coupling N 142.037.000 • •
Elbow panel coupling 142.041.000 •
Elbow panel coupling N 142.043.000 • •
Elbow desk coupling N 142.039.000 • •
Elbow coupling 50/48 142.020.002 •
Support profile 142.00-.- - - 250 - 1500 mm
70/50 adaptor 143.000.001
Beckhoff adaptor Ø48 142.000.000
B&R adaptor Ø48 Profil 142.000.003
B&R adaptor Ø48/62,5 142.000.008
Siemens adaptor 142.024.000
VESA adaptor 142.000.005 •
VESA adaptor desk connection 142.000.024
50/48 adaptor 142.024.100
50/48 adoptor including elbow 142.020.001
Signal light adaptor joint 142.020.501
Signal light adaptor elbow 142.020.502
Profile adaptor socket joint 142.024.300
Profile adaptor wall joint 142.024.200
Universal adaptor socket joint smart 142.026.AAA
Universal adaptor wall joint smart 142.025.AAA

The technical data can be found on page 21.

SIMPLE ONLINE
CONFIGURATION

Ingress protection IP 54
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profiPLUS 70
     The designer suspension arm system

The key product features:
•	 Suspension profile material: aluminium profile, 
	 in silver anodised
•	 System parts material: diecast aluminium, 
	 powder coating, RAL 7035
•	 Suitable adapters for e.g. Beckhoff, Siemens, B&R  
	 and other panel manufacturers
•	 Many couplings come standard with pre-mounted 
	 support profiles.
•	 The perfect complement to “multiPANEL” 
	 and „profiPANEL“
•	 Comprehensive potential equalisation
•	 Possible to route connectors such as HDMI, DVI, 
	 network adapters, etc.
•	 Integrated cable protection
•	 Gasket: Chloroprene (CR)
•	 Ingress protection IP 54

Standard: Integrated cable 
protection in all joint parts.

Plenty of space for HDMI, DVI, 
network connectors and more.

Reducing adaptor for transition 
to profiPLUS 50 couplings.

Signal light adaptor for joints 
and elbows.
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Socket joint 143.005.000 • •
Socket joint, vertical 143.005.001 •
Wall joint 143.010.000 • •

Wall joint, vertical 143.010.001 •

Base 143.030.000

Mobile base 143.030.160

Intermediate joint 143.015.000 • •
Elbow 143.020.000
Coupling 143.25-.- - - • 250 - 1000 mm
Coupling N 143.27-.- - - • • 250 - 1000 mm
Desk coupling N 143.29-.- - - • • 250 - 1000 mm
Elbow coupling 143.035.000 •
Elbow coupling N 143.037.000 • •
Elbow console coupling N 143.039.000 • •
Elbow coupling 70/48 143.020.002 •
Support profile 143.00-.- - - 250 - 1500 mm
70/50 adaptor 143.000.001
Signal light adaptor, joint 143.020.501
Signal light adaptor, elbow 143.020.502

System components
Diecast aluminium, RAL 7035

Covers
Thermoplastic, similar to RAL 7016

Bellows
PVC-P, similar to RAL 7016

Support profile
Aluminium profile, silver anodised

Gasket
Chloroprene (CR)

Ingress protection
IP 54 / EN 60529

Equipotential bonding
DIN EN 60204-1 / VDE 0113-1

Patented
Alignment of the complete system structure 
in a horizontal direction with a set screw

Technical data for profiPLUS 50 and 70

OPTIONAL:

Coating 
Special colours for 
system elements

Matching control enclosures
profiPANEL, multiPANEL, 
commandCASE, aluFACE

Ingress protection IP 54
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taraSMART 
    The perfect addition to HMI control enclosures, profiPANEL and multiPANEL.

Coupling for deeper enclosures and the 
more delicate panel coupling for narrow 
panels.

The ‘Elbow Ø48’ offers a simple 
connection between profiles and 
round tubes.

The profile and Ø48 round tube offer 
plenty of space for HDMI, DVI, network
connectors and more.

The modern design conceals proven 
technology.

A perfect symbiosis of modern design and technical sophistication. 
Installation is quick and easy, thanks to proven and familiar 
technology. Ideal for connecting narrow and deep HMI enclosures.

Thanks to the Ø48 elbow, panel PCs with round tube mounts 
can be easily connected without additional adaptors.
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taraSMART
     The modern suspension arm system 

The key product features:
•	 Suspension profile material: aluminium profile, 
	 silver anodised
	 Round tube Ø48, powder coating silver
•	 System components: diecast aluminium, RAL 7035
•	 Covers: Thermoplastic similar to RAL 7016
•	 The perfect complement to “multiPANEL” 
	 and „profiPANEL“
•	 Possible to route connectors such as HDMI, 
	 patch cable, USB, etc.
•	 Gasket: Chloroprene (CR)
•	 Ingress protection IP 54

Wall and socket joint for 
horizontal connection.

Base, wall joint and socket joint 
for a vertical start of the system.

The intermediate joint has a 
rotation range of up to 300°.

Couplings for connecting narrow 
and deep enclosures as well as 
Ø48 round tubes.
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Socket joint 141.005.000 • •
Socket joint, vertical 141.005.001 •
Wall joint 141.010.000 • •
Wall joint, vertical 141.010.001 •
Base 141.030.000
Intermediate joint 141.015.000 • •
Elbow profile 141.020.000
Elbow Ø48 141.020.001
Coupling profile 141.025.000 •
Panel coupling profile 141.025.500 •
Coupling Ø48 141.025.001 •
Panel coupling Ø48 141.025.501 •
Support profile 144.50-.- - - 250 - 1000 mm
Round tube 144.51-.- - - 250 - 1000 mm
VESA adaptor 142.000.005 •
Siemens adaptor 142.024.000

System components
Diecast aluminium, RAL 7035

Covers
Thermoplastic, similar to RAL 7016

Suspension profile
Aluminium profile, silver anodised
Round tube Ø48, Powder coating, silver

Gasket
Chloroprene (CR)

Ingress protection
IP 54 / EN 60529

Technical data

OPTIONAL:

Coating 
Special colours for system elements

Matching control enclosures
profiPANEL, multiPANEL, 
commandCASE, aluFACE

SIMPLE ONLINE
CONFIGURATION

Ingress protection IP 54
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Product-Configuration
   Use our convenient online configurator.

Use our free online configurator at rolec.com/login to plan
your project. At the end of each configuration, you will receive 
your individual model as a PDF and STEP file by email.

Configure online – 
get instant results.




